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HOT STUFF® N 
Winter Diesel Fuel Additive  

Formulated with New Afton Cold Flow Technology 

Application 
 Description  

 HOT STUFF® N is a multifunctional, heavy-duty, diesel fuel additive for winter use, designed   

         for adequate fluidity when stored above -25°F.  It is formulated with a proprietary blend of 

 components that delivers superior CFPP performance, improved low temperature handling and 

 excellent wax anti-settling performance. It also includes a glycol ether deicer for freeze-up 

 protection. 

 

 HOT STUFF® N enhances fuel quality, as demonstrated in the Cummins L-10 injector 

 Depositing Test.  It is comprised entirely of ashless organic compounds. 

 

 This product qualifies for the USA EPA 40CFR80.591A certification meaning the product 

 contains <15 ppm sulfur. 

 

 

Recommended Dosage 
            Feeding and Use 

 HOT STUFF® N is recommended for use at 1 gallon per 500 gallons or 1 quart per 125 gallons  

       Of  #2 diesel (2,000 ppm). Double or even triple dosing may be necessary in severe cold. 

 

 HOT STUFF® N is safe for use in heavy-duty, diesel powered equipment for on-road, off-road,  

 and marine use.  It should be added to the storage tank prior to each delivery to ensure a  

 homogeneous additive/fuel mixture.  As with any fuel additive, exercise care by handling  

 HOT STUFF® N in a well ventilated area while wearing proper eye and skin protection.   

 Refer to the MSDS for more specific information. 
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Features  
 Benefits Summary 

Improves Low Temperature Operability in a wide range of fuels by lowering the CFPP 

 (cold filter plugging point) and pour point without reducing the fuel's energy content 

 Reduces risk of Fuel Line Freeze-Up or Fuel Filter Icing by depressing the moisture  

 freeze point 

Reduces Injector Deposit Formation for more efficient engine operation, reducing the  

 extent of both power and emissions deterioration 

 Increases Lubricity, extending the life of critical fuel pump and injector parts 

 Reduces Water Accumulation due to infiltration and condensation in storage and vehicle  

 tanks limiting microbial growth and avoiding possible engine damage 

 Increases Fuel Stability and Corrosion Control, reducing filter plugging. sludge formation  

             and fuel system corrosion 

Shipping Information (USA & Canada) 
    Gallon Containers (4 per case) 

    Quart Bottles (12 per case) 

     

 Storage, Handling & Toxicity 
A Material Safety Data Sheet (MSDS) containing physical properties data and detailed 

safety information for this product is available by contacting your Afton Chemical 

representative. 

Shelf Life Recommendation:  24 months 

                  Recommended Storage Temperature @ or above -25°F (-32°C) 

 

 

 

 
The information in this bulletin is, to our best knowledge, correct and accurate, but all recommendations or suggestions are made without guarantee since the 

conditions of use are beyond our control, Afton Chemical Corporation and its subsidiaries disclaim any liability incurred in connection with the use of these data or 

suggestions. Furthermore, nothing contained herein shall be construed as a recommendation to use any product in conflict with existing patents covering any material 

or its use.  HOT STUFF(R) is a registered trademark of Afton Chemical Corporation.  
 


